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DedronePortable
All-in-one unit that offers comprehensive 

drone detection, tracking, and identification 

capabilities on the go
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System Overview

Sensor Case Remote Case

80m

Deployment time 10 - 15 min (1-2 person)

Transportation 2 -3 people / 1 vehicle

Weight 191 lbs (86.9 kg) in 3 wheeling unites

Operating time Up to 12 hours stand-alone

Single sensor range Depending on the detected drone (2-35 km)

Scalability Constellation set-up extends range

Detectable drone types Over 200 different drone types and remotes

Detection technology Completely passive

System height 10.8 ft (3.3 m) or 30.5 ft (9.14 m) - depending on mast

Connectivity Offline or online capable (e.g. via Starlink)

Sensor types Flexible from RF only to RF/camera/radar/Aeroscope

DedronePortable Solution 

DedronePortable offers Dedrone's sophisticated DedroneTracker software with a library of over 200 drone signatures to 

detect, track and identify drones, locate pilots. With Dedrone's DroneDefender defeat system this unit is an end-to-end 

counter-drone solution in the field.

Compact and Robust

The compact and robust form factor in weatherproof cases 

allows easy transportation by 2-3 persons. All cables are 

preassembaled and equiped with strain reliefs. This makes 

setup and operation fast and reliable.

690 mm690 mm
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Components

Operating time Up to 12 hours with a fully charged battery of the laptop

L x W x H 27" x 21“ x 14.6" (690 mm x 530 mm x 370 mm)

Weight 60 lbs (27.5 kg)

Power supply Integrated battery

Battery type Lithium-Ionen

Connections Weather-proof ethernet and AC connections

Ingress protection rating IP67 (closed case)

Operating time Up to 12 hours with a fully charged battery of the laptop

L x W x H 27" x 21“ x 14.6" (690 mm x 530 mm x 370 mm)

Weight 46 lbs (20.8 kg)

Power supply Integrated battery

Battery type Lithium-Ionen

Connections Weather-proof ethernet and AC connections

Ingress protection rating IP67 (closed case)

INCLUDING

1 x Radio Frequency Sensor

1 x Ruggedized Laptop with Dedrone User Interface

1 x Laptop power supply and charger

1 x Rechargeable power unit for sensor and laptop

1 x Power cable (5 m)

1 x Ethernet cable (5 m), environmentally sealed Ethernet 
crimp connector

1 x Laminated field instructions

Sensor Case

INCLUDING

1 x Cable reel (80 m/260 ft)

1 x Power unit for laptop

1 x Laptop power supply and charger

1 x Laminated field instructions

Remote Case
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DedroneSensor RF

KEY FEATURES

•	 Long-range drone detection (up to 5 km) and early-warning

•	 Fast installation and start-up thanks to integrated LTE and 

GPS 

•	 Operates fully automatically

•	 Deliver disinformation to the enemy through deliberate 

drone spoofing capability

KEY FEATURES

•	 Rugged  and solid mast

•	 Available in two heights: 3 m and 9 m

•	 Can be anchored to the ground (nails and tools included)

Radio Frequency Omnidirectional passive detection and classification

L x W x H 12" x 12“ x 15.96" (300 mm x 300 mm x 405 mm)

Weight 15 lbs (6.8 kg)

Operating temperature -4 °F to +131 °F (-20 °C to +55 °C)

Ingress protection rating IP65

Power Consumption 21 W (typical)

Mast

System height 10.5 ft (3 m) 28.5 ft (9 m)

Deployable Load 85 lbs (38.6 kg) 52.5 lbs (23.8 kg)

System weight 69.5 lbs (31.5 kg) 89.2 lbs (40.5 kg)

Deployment method Manual push up system

Deployment time 2 - 5 min (1 - 2 person) 15 - 18 min (1 - 2 person)

Wind rating 70 mph (112.7 km/h)

MIL-STD MIL-STD-810G

Transport
54" x 14“ x 14" (140 cm x 36 cm x 136 cm) 

custom wheeling carry bag

Mast outer diameter 2" (50.8 mm) 
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Weight 13.3 lbs (6.0 kg)

Battery charging time Approx. 7.5 h

Operating usage tempera-
ture 14 to 104 F (-10 to 40 °C)

Battery type Li-ion NMC

Lifecycle 500 cycles to 80%+ capacity

L x W x H 11.8" x 7.6“ x 9.2" (31.1 cm x 19.3 cm x 24.2 cm)

Battery operating time Up to 12 hours with a fully charged battery of the laptop

AC output 230V, 500W (1000W Surge)

DC input 12V-30V (100W Max)

Battery

OPTIONAL: DroneDefender Handheld

KEY FEATURES

•	 Integrated in the Sensor Case and RemoteCase

•	 Easy removeable out of the cases for charging

•	 Digital charge level displayed

•	 Automatic shutdown when not in use

•	 Flashlight integrated

DroneDefender Handheld fits the profile for any government organization 

that needs to protect physical assets, people and information from sUAS 

attack and intelligence gathering. 

Cold start time < 0.1 seconds

Operating time 2 hours continuous operation

L x W x H 39.5" x 16" x 6.25" (1003mm x 406mm x 159mm)

Weight 15.8 lbs (7.2 kg)

GPS Disruption Satellite signal disruption to disable use of automated navigation.

Remote Control Disruption Multifrequency disruption to block control by the pilot

Effective cone angle 30°

Power supply Battery powered (BB-2590)

Military standard Rugged design

Storage case Compatible with air freight shipping 50" x 22" x 10", 43 lbs (1270mm x 559mm x 254mm, 19.5kg)
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